International Safety Technology Limited

SPEAKERS - Up to 15 Watis
EExde, Weatherproof @ ATEX
DB10 Range i GOST

15W (Long Flare)

8W (Short Flare)
Introduction

This range of loudspeakers, intended for use in potentially
e:-:p|os'|ve gas uhnospheres, has a power raﬁng of up to
15 Watts and is svitable for use in gas groups |IB and
hydrogen.

Lone 1, Zone 2 & non-Ex use.

EExde IIB + H, T4/T5/Té.

ATEX approved, Ex 1l 2G.

BASEEFA certified.

GOST R’ & K" certified.

Chinese [CQST) cerfified.

IP44 and IP67.

Certified temperature -55°C to +70°C.
GRP corrosion-free flamepath.
115dBA at 15 Watts at 1 metre.

8 and 15 Watt versions.

Power fappings via integral transformer.

The Aamey aths, flare and body, are manufactured from
a UV stable glass reinforced polyester. Stainless steel
screws and mounting stirrup are incorporated to ensure o
corrosion-free product.

Ratcheted swivel mounting sfirrup.
Stainless steel fixtures.
Earth continuity available.
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PrRv=r Specification
S "__.] — Rered Power: 8 & 15 Wiatrs RMAS continuous (et 25°C).
T Cartification: CEMELEC EM50014, 12, 15,
BAZEEFRA Cert. Mo, BASOZATEX 2084
ot @il EExdk IIE + H, Té [-55°C to +40°C).
EExdk IIE + H, T5 (-55°C to +-55°C).
\ Zones Tand 2. EBxds B + H) T4 (-55°C to +70°C].
AN — | GOST ‘R* Certification: 2 Bxda I+ H, T4/T5/Té4.
L - GOST K’ Certification: Exde I + H, T4/T5/Té.
i ; Chinese [CQST) Certification: Excle It + H, T4T5/T4.
e o B s Material: Body & hem in anti-sific, UV siable, gluss minforced pefyester
r A - . .\.‘.omﬁng &ﬁrrup end fictures in shainless sheal.
& Wl . Finish: Allnctural or bodyandhem canbe painkedto dlient’s mepirments.
ST | I e o Output: Teng Flare: Meeimum output at TR Tm at ZHz s TOSIBA,
B | I—Q\ T Mewsimum outputat 15/ Tm at 2kHz is 115dBA,
- Shart Flare: Maximum outputat 1'% Tm at 2kHz is #8dBA
& : Meusimum cutputat 89 Tm at ZkHz is 107dBA.
I =h 1 Peight: 15 3hg approsc. BW: 2.5kg approx.
ALl DIMEMSIOMS M MLLMETRES Cerfified Temperatum: -559C +40°C (T&); -55°C to +55°C (T5); -55°C to +70°C (T4)

Ing mss Profection: P66 & IP&7.

F Fire Retardancy: GRP is fire: retardant to 150 1210,

Frequency Response @ W/ 1m for 159 Unit !
(173 Octave Pink Noise Frequency Rengs:  400Hz o BkHz.

Woice Coil Impedence: 8 ohms.

Transformer: 100V Tire asstandard. Usely combining the rated perwer iappingsbelow.

b | ‘_—’_/'_—'—-__—‘—H._

[ _ T TransFarmer Power
- e \ Tappings 1w | aw
¢ /\ 12 150 | 80

F . 2.3 75 | 40
ol 34 50 20
' 1.3 40 1.5
o 24 20 07
1:4 08 0.4
— — _— Transformer Tapping Options:
- - = o - ..:,
o Brbaen Py N Fa L. :
Palar Plot at 1Khz T [5 ¢ Stendard: Fig. i) @terminals (42, loopin/leop outfor
- I ‘ 3 & wppings.
-
| o Alemative: Fig. i) 4 terminals (2 2), | indlocp out,
e | |_ ‘ i direct B conection to driver
—Ti
Termninals: 8 2.5mm or 4 x 2.5mm?.
1 - Earth Continuity: Avaiilable.
£y Hounting: Wia stimup with raichst facilite
Polar plot and frequency resporme curves for cther speakers are availabls upon request: Latbels: Opticnal stinkess sieel kg and duty labels.
Cabls Eniriss: Up to 2 5 M20 150 int Ese chambsr.

Ordering Requirements

The fallowing code is designed to help you in the selection of the correct unit. Build up the reference number by inserfing the code for
each feature into the appropriate box. Standard products available ex-stock, as follows:

Product Description
DB108BXN2BPN  ATEX approved Ex Il 25, certified EExcle IB + H, T4/T5/Té, 8 Watt (short flare], 100V line transformer, 2 XM20 entries with cne cerfified
plug fitred, natural black finish.

DB1015XN2BPN ATEX approved Ex Il 2, cerfified EExde IB + H, T4/T5/T8, 15 Wit flong flarel, 100V line transformer, 2 X M20 entries with one cerfified
plug fitred, natural black finish.

Cerfification tawe. Rated Powver Trarsformer Optiars Entries Colour

e[ 1 [ [ [ [

Certification  Code| | Power Code Trangfarmer Cads Cypticn Code Enirias Code | | Colour Code
ATEX B 8wttt 8 ‘fas X Duty D 1220 1B Natural Black M
GOST R R 15 watt 15 8 ohm version N Tag T 2 kM0 B Red [
GOST K K *Std 100V Earth Continuity 2 x M entries  2BP Special H
Chinesa [CQIST) @ Other values availakle, Mene N with one cerfified

spzaify voltage. plug fitted
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