International Safety Technology Limited

SPEAKERS - Up to 15 Watis
for Harsh Industrial & Marine Environments
DB14 Range

IP66 /67
Weantherproof

Corrosion Free
All GRP

Introduction

This range of loudspeakers has a power rating of 15
Watts and is svitable for use in demanding environments
where a robust construction and high ingress protection
rating is required.

The body is manufactured completely from a UV stable
glass reinforced polyester which is also highly flame
refardant and impact resistant. Stainless steel screws are
incorporated thus ensuring a corrosion free product.

MEDC can also provide a range of speakers
suitable for use in potentially explosive
ulmospl'lcres.

For more information, refer to the catalogue

or contact MEDC.
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IP&6 and IP&7.

Temperature range =55°C to +70°C.

GRP corrosion-free construction.

117dBA at 15 watts at 1 metre.

100V line transformer.

Power tappings, via '|ntegra| transformer.
Addressable capability.

Stainless steel ratcheted mounting bracket.
Earth continuity available.

Natural grey finish to RAL 7035.

BS5839 part 8 compliant version available.
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Specification

Rerted Power: 15 weatts BMS confinuous (at 25°C).

Material: Body &homin UV stable, glassreinforoed polysster.
Swivel brackst in stainless steel.
Cower screws in stainless sheel.

Firish: Body and horn, natural grey to RAL7035 er epenxy
paint coated to client’s colour requirements.

Output: Mazimurn cutput at 1W/ Tm at 900Hz is 107 dBa.
Meximum output at 15/ Tm at $00Hz is 117 dBA.

i e Weaight: 2.8kg approx. dependent on model.

Termperature Range:  =55°C to +70°C,

Ingress Protection: IP&s & IP&T.

Frequency Range: 400Hz to 7kHz.

Voice Cail Impedence: 8 chms.

nse @ TW/ 1m fer 15W unit Addressable: Consult MEDC for spec fication.
Terminals: B 2 Sram?.

Cther terminal arrangements v lable on requesk,

Earth Continuity:

Available,

Maunting:

Brackst with ratchet faciliry.

Labsls:

Dury and tagy lakels -::pﬁan:ll.

Cable Entries:

2 x 20mm 150

Transformer:

280
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Palar plot (1W/1m) at 1kHz
B

Used vary the rated power l:t:.f se|ecring differant
tappings (see table below).
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Transfarmer Tappings

Transformer Options:
il Standard Tapping:

i) Oprional Tappirg:

Transkormer Power
Tappings 15W
1:2 150
23 7.5
34 50
1:3 4.0
2:4 20
1:4 0.8

Loop in/loop out {4 = 2) terminal tap change (8
terminels).

4 terminal tep chunge with 2 terminals (5 & &),
directly connected ta driver (8 chmsl.

COther tappings & driver impedances available on request.

Ordering Requirements

The follawing code is designed to help in the selection of the correct unit. Build up the reference number by inserting the code for sach
component into the appropricte box. Standard pro-cluds, evailable ex-stack, as follows:

Product Description
DB14XNN  15Watt Industrial & Marine Loudspeaker, up to 117dB{A), 2 x 20mm eniries, natural grey GRP
Transformer Option Colour
]
Transhormer Code Opticn Code Colowr Code
Yes X Duty label D* Nettural Grey M
MNane N Tag lak=l T Red R
*Standard 100V Earth continuity E Special 5
ml:::ruvr\cxlk|ges 5558_39, |:xn'| 8 compliant ~ PT8 “Hlease specify
available, specify Blanking Plug P
voltage. MNene N
*Please specify wording
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