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INTELLIGENT SMOKE

4 P95 lonisation Smioke Detector

Airin the dual sensing chambsers is iradiaesd o
produce ions that wravel e the positive and negative
alactrodes, creating a current flow. As smoke
antars the oueer chamber the flow drops and
voltage increasss, The valtage is measured and
an analcgue signal i converesd wo digital for
ransmission to contrel equipmernt, Pre-alarm ar
fire alarm is irstigaeed by the micro-processar
when smake density increases o pre-set lavels,
Part no: S5000-500

4 XPos Optical Detector

Thee P25 opical detactor uses an imemal pulsing
LEDY and a phencrdiode at an obiuse angle. In the
avent of smoke entering the chamber, the lighe
pulse from the LED will be scatered and regisened
by the photo-dicde, A signal is gensratsd and
transmitted digitally using the sarme method as
the janisation smoke detscior above,

Part no: S5000-600

4 XPos Heat Dwetector
The XPa5 heat detecior has a law airflow resiseant
case for pood contact between sensing tharmissar
and surrcunding air. Temperature is measured by
a single thermistor netwark which gives a volage
ol proportional b the extemal air f=mperacu re,
The signal is processed and transmitted o coneral
aquipment
Part no: 55000-400 (standard)

55000-301 thigh temperature)

4 XPo5 Multisensor Detector

The XP25 multisersar desschor contains an optical
smicke senisor and a thermistor rermypseratune sensor
whose outputs are combined bo give the final
analogus value,

Part no: S5000-885

Intrinsically Safe

XPas Inerinsically Safe detecrors include all the
benefits of the standard XP25 range, but are
developed specifically for use in hazardous areas.

Marine
Dretails of producs approved by manne ofganisadons
are avilable on the Apol ko wehsiee.

& HEAT DETECTORS

XPos Beam Detecton e

XPa5 bearn dersctors are desigresd o probsce

large, open spaces,

Part mo: 55000-265 (end-to-end)
S5000-268 (reflective, S50m)
S5000-273 ireflective, 100m)

XPa5 Flame Detector =
The XPas flame detector is sensitive wo low-
frequency, flickering infra-red radiation emicesd
by flames during combustion. h is designed for
usa in large areas that requine a detsceor wo give
a fast responss in porentially dusey or highly
flarmmable environmenes, such as estile facories
or aircrafe hangars, Please pope: Me fame
depcroris nor suppifed wit a bracker.
Fart no: 35000-260

24600-203 (hracket)

XPos Manval Call Point =

When raved, the manual call point ineerrupes

the palling cycle and can report i address in

under 0.2 seconds,

Part nos: 55000-905 (surface mounting)
S5000-906 (flush mounting)

Sounders »

There are wvo fpes of loop-powersd soundar
available, ceiling-mounesd (35dB) and seand-
alone (100dB). Apollo alsa make loop-powerad
beacons and sounder beacons.

XPo5 Isolating Base =

The XP25 200 kolating base serses and o ases
shart circuit faulss on XPa5 loops and spurs. The
base is lcop powened, palariy sensitive and acceps
the XPERT card no set the associabed device adkdress,
Fart no: 45681-321

Interfaces for Intelligent Systems

A comprehensive range of inkerfaces is avail able,
For mane infarmation, please rafer v Apallo
publication PP202 5.

Bases

A wide range of bases is available. For more
information, plesse refer o Apalla publication
PP 1089,
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