International Safety Technology Limited

Sonos Sounder (DC)

Features

Simple ‘First Fix" installation (no second fix wiring)
Smooth flow cabling for faster installation

Quick connect/disconnect
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B Ho locking screw required
B Tcne and volume can be preset or adjusted off-base
B Weatherproof to IP45 [deep base units)

u

Synchronised alam fones

Overview

A general purpose electronic sounder for fire, securiy and
industrial applications; the Sonos Sounder is cerified to EN54.

Applications

B Fire; security; industrial alarm
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With the TimeSaver base, connectfions are made to the base
during the initial wirng phase which results in faster and more
reliable installation. The sounder head ‘twists and clicks” info
the base on commissicning. aveiding the wiring and

connection problems associated with fraditional sounders.

With a choice of 32 fones including all the major
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international standards, the Soncs Scunder has universal -,ﬁf\ . .
acceptance. e g =]
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Deep base unifs have weatherproof protection fo IP4S and S
can be used in all locafions both indoors and cutdoors. Shallow Base Deep Base
Sanaos Sounder units are available in either red or white and ® Fire @ Roilway/Marine
with a choice of deep er shallow Timelaver base. Other [ ] Securi‘h’ﬁ O Haozardous Arseq
colours are available depending on gquantity. ® Industrial O Public Wc:rning
Part No. Colours Audibility at 1m Tones Veoltage* Current
(tone dependent) [fone dependent)
18-980450 (shallow base) Red Up to 1046dB [A) 32 9-&60V DC &-35mA
18-980475 (shallow base) White Up to 104dB [A) 32 9-60V DC 4-35mA
18-280451 [deep bass) Red Up to 104dB [A) 3z 9-50V DC &-35mA
18-280476 [deep bass) White Up to 104dB [A) 3z 9-50V DC &-35mA

*EME& compliant at 17-50%

Otner colours/sombinations are avalaole on reguest

P Rating: IP45 [deep base) Operating Temp: -259C to +700C

Cable Enfries: Deep Base: 2 x 20mm cable glands

Rating: Confinuous Frequency: 400-25850Hz
Construction: Flame Retardant Polycarbonate

Weighi: 215g (shallow base) 250g (deep base) Compliance: EN54 3 Type A (shallow base) EN54 3 Type B (deep base)
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