International Safety Technology Limited

Product Data Sheet: Vantage 32-Tone Spatial Sounder
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The new 32-tone Wantage sounder is an exciting addition fo the = ‘J:_':'"
‘Wantage product range. With a wide range of operating

frequencies from 440Hz to 2800Hz, all of these fully H
synchronised tones have been selacted to comply with the latest =
sound pattems and frequencies used throughout the werld.
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All the standard Vaniage features are retained, including the
facility to select from three valume settings via the PCB mounted
DIL switch. This allows individual sounders to ba convertad to
high output devices where additional sound cutput is required.

A suitable BS5838 compliant tone is selectable via the DIL
switch. The use of a third wire enables a second stage alam to
be switched in to overmde that selecied tone.

Standard on all Wantage products is a universal locking system.
Using an industry standard grub screw, Vantage products maybe
locked in place, making Vantage fully compliant with the latest
requirements of British and Eurcpean standards.

Quick fit installation is achizved by the bayonet fixing
arrangement standard on both base variants. The deep mounting
basze offers ingress protection to IPE5 and features a cover plate
that is dizcarded for surface wiring and kept in place when wiring
directly through into the rear of the product.
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£ =l ]° - AREDILM 5.‘5?5‘,?1“5.. All Vantage sounders are deff fi the volume sef
A=BLOW fo medium and fone set fo 11 it
Sound Level: Low Med High Low Med High
Sound Output - @ 1 metre (Tone 1): 36 dBa 101 dBa 106 dBa 36 dBa 101 dBa 106 dBa
Current Consumpfion @ 24v de: =9mA =18 mA =36 mA =9mA =18 mA =36 mA
“oltage Rangs: 15-35v de 15-25v de
Mumber of Tones: 32 iz
Operating Freguency: 440 Hz to 2900 Hz 440 Hz to 2500 Hz
IFP Rating: P43 IPG5
Temperature Range: -20°C to +T0C -20°C to +70°C
Weight (per unit packed): 22009 250g

(sounders are available in red or white by adding —R {red) or -V (white) to the end of the part number)
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