International Safety Technology Limited

Product Data Sheet: Vantage Combi 32-Tone Spatial Sounder/Beacon
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The innovative new 32-tone Vantage-Combi sounderbeacon
combines a high cutput light source, produced via an efficient
LED cluster, with the new 32-fone Vantage sounder. The resultis
a unit of unrivalled efficiency an flexibility.

The incorperation of a wide range of fully synchronisaed operating
frequencies combined with an LED beacon ensures that the
\Vantage-Combi is ideal for many applizations. in particular. those
where compliance with the Disability and Discrimination Act is
required. The addition of AFNOR, DIN and ather popular
European tones maans that the Vaniage-Combi is suitable for
use throughout Europe.

Tone and volume are selected via DIL switches on the PCB.
required, the use of a third wire enables a second stage alarm to
be switched in to override that selected tone.

Standard on all Vantage products is a universal locking system.
Using an indusiry standard grub screw, Vantage products may
be locked in place, making Vantage fully compliant with the latest
requirements of BS5338 and EM54 standards.
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Sound Level: Low Med High Low Med High
Sound Cutput - @ 1 metre (Tone 1): 58 dBa 103 dBa 109 dBa 88 dBa 103 dBa 109 dBa
Current Consumption @ 24v de (Tone 1): =14 ma =20 mA =41 mA =14 ma =20 mA =41 ma
‘Yoltage Range: 18-35v dc 18-35v dc
Mumber of Tones: iz 32
Operating Frequency: 440 Hz to 2900 Hz 440 Hz to 2900 Hz
IP Rating: P43 IP65
Temperature Range: -20°C to +70°C -20°C to +70°C
Weight (per unit packed): 233¢g 258¢g

{zounders are available in red or white by adding —R (red) or -W {white) to the end of the part number)
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